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[tem 14. Continued.

a Bidding Schedule.

The Bidding Schedule shdl be voided and the accompanying new Bidding Schedule and Description of
Bid Items, bearing the notation "ACCOMPANY ING AMENDMENT NO. 0001 TO
SOLICITATION NO. DACA63-99-B-0057", shall be substituted therefor.

b. Specia Contract Reguirements and Specifications

(1) Reissued Sections - The following listed sections shdl be voided and the accompanying new
sections of the same title and number, each bearing the notation "ACCOMPANY ING AMENDMENT
NO. 0001 TO SOLICITATION NO. DACA63-99-B-0057" shall be substituted therefor:

Section
No. Title
01000 CONSTRUCTION SCHEDULE

(2) New Sections - The following listed accompanying new sections, each bearing the notation
"ACCOMPANYING AMENDMENT NO. 0001 TO SOLICITATION NO. DACA63-99-B-0057"
shall be added to the specification and add each to the Table of Contents:

Section
No. Title
07600 SHEET METAL AND ACCESSORIES
07630 GUTTERS AND DOWNSPOUTS
15500 HEATING, VENTILATING AND AIR CONDITIONING

(3) Revised Specifications

(@ Section 02220, Demalition:

1. Page ], Paragraph 1.2, AGenerd Requirements' - Delete the second (2nd) sentence
entirely and replace with the following new sentence:

“Rubhbish and debris shal be removed from the housing units, under roof renovation, daily and
trangported to the Post Landfill or Off Post as permitted by Landfill Regulations.”

2. Page 2, Paragraph 1.5.4, AProtection from the Weather" - Add the following sentences
to the end of the paragraph:
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“The Contractor shall have a each housing unit under renovation ample tarpaulin to protect the entire
roof surface from the weether. Additionally, the Contractor shal provide sufficient weights, tie-down
ropes or other means to secure the tarpaulins during wind and rain storms.”

3. Page 3, Paragraph 1.8, AAvailability of Work Aress' - Delete the entire paragraph and
add the following sentence:

“Area of work, start dates and completion dates will be provided in the individud task ordersissued
under this contract.”

4. Page 3, Paragraph 3.1, AExiging Structures' - Add the following sentences to the end
of the paragraph:

“Exigting roof structures that penetrate through the decking shdl be removed completely to the source
of theitem, i.e, vents, flues, exhaust and intake ducts shal be removed completely and replaced with
new flues, vents, etc., of the same materid, Size, location as the removed item.”

5. Pages 3 and 4, Paragraph 3.4.1.2, Altems Sdvaged for the Government” - Delete the
last sentence of this paragraph and add the following to the end of the paragraph:

“Thefoallowing items are reserved as property of the Government: AALL COPPER ITEMS, i.e., copper
gutters, downspouts, flashing, etc.. All copper items removed during roofing demoalition shdl be
cleaned, boxes and labeled with the weight of the copper removed from each housing unit; then
trangported to the Post Property Disposal Office for transfer to the Government. Property Disposal
Office Regulations shal govern the transfer and a copy of the transfer document shall be provided the
Area Office by the Contractor within 1 day after transfer.”

6. Page 4, Paragraph 3.4.2, AUnsalvagesble Materid"” - Delete this paragraph init's
entirety and add the following new paragraph:

“Unsalvageable materia shal be disposed off Government property in accordance with federd, state
and locd regulations or disposed of at the Pogt Landfill if the materid is permitted by Post Landfill
Regulations. All materia disposed of a the Post Landfill shal be separated by type and meet Post
Landfill Regulations”

7. Section 07311, Roofing, Strip Shingles, Page 1, Paragraph A1.2, Submittals’,
Subparagraph “SD-14. Samples, Finishes, GA”. AAdd the following sentence to the end of this

paragraph:

“All products listed in paragraph A2.1 Materids’ shal have a sample of the materid submitted to the
Government and be labe ed with nomenclature and intended use in roof system.”
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8. Section 07311, Roofing Strip Shingles, Page 2, Paragraph 2.1.1, "Meta Drip Edges’.
Dédete the sentence and add the following new sentence:

AMetd drip edges shdl be minimum 26 gauge G90 gavanized sted and meet the shgpe and dimensions
shown on the drawings’.

9. Section 07311, Roofing Strip Shingles, Page 2, Paragraph 2.1.2 Underlayment:
Change“Type Il, heavy-duty Number 30" to read: AType |, Number 15",

10. Section 07311, Roofing Strip Shingles, Page 2 and 3, Paragraph 2.1.6 Shingles: Delete
the last sentence of this specification and add the following new sentence:

“Shingles shdl be 240 Ibs and shdl be warranted for a 25 year limited warranty by the manufacturer.
Provide warranty certificate by manufacturer for each building roofed with the shingles’.

11. Section 07311, Roofing Strip Shingles, page 3, Paragraph 3.2.3 Underlayment: Inthe
first sentence change the words. “A single layer” to read “two layers’.

12. Section 07311, Roofing Strip Shingles, Page 3, Paragraph 3.2.4, Shingles Add the
following sentence to the end of the paragraph:

“Shingles and underlayment shall be nailed with specified nails to the decking per spacing givenin
MRCA Steep Roofing Manua. Staples are prohibited”.

13. Section 07510, Built-up Roofing, Page 3, Paragraph 2.2.1: Ddete thefirs sentence
entirdly and replace with the following:

“Asphdt, ASTM D 312, Type IV shdl be used on al flat and doped aress’.

14. Section 07510, Built-up Roofing, Pages 3 and 4, Paragraph 2.7: Deetethelast
sentence of this paragraph pertaining to steel and concrete decks and add new sentences as follows:

“Samples of nails shdl be submitted for Government review. Nails shal meet the pull-out requirements
of paragraph 3.12 of this specification”.

c. Drawings

(1) Sheet No. C003, Seg. C3: Change the description of the center box from AWadker Village,
Sht. C004" to "Wainwright Heights, Sht. C004".
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(2) Sheet No. C003, Seg. C3: Add the fallowing generd note to the bottom of this drawing:

“NOTE: All waste from demolition may be disposed of at the Fort Hood Landfill in accordance with
Landfill Regulation except hazardous waste that must be disposed of off-post in accordance with state,
federa and locd regulations’.

(3) Drawing Sheets A001 (Seq #1) through A115 (Seq #115):

(@ All noteson dl details are revised asfollows:.
1. Change*“3-ply” to “4-ply”

2. Change A30# reinforced felt underlayment” to "2 layers of 15# reinforced
fdt, underlayment”

(b) On detail labeled “ Shingle/ B.U.R.
Interface Detail:  Change note:
A26 ga. Gav. Bent flashing” toread: "26 ga gav. 24" x continuous Bent Hashing'

(c) On detail labeled AB.U.R Intersection Detall(:

“Delete note, “26 ga. Galv. Gravel stop” and replace with the following note: “24" x continuous 26 ga.
G90 gavanized metd flashing st in bituminous cement.”

(d) On detail labeled: “B.U.R. Edge Detail”. Add the following dimensionsto the galv.
Fashing and gravel stop of 5 inches on the decking and 3 inches on the fascia

(&) Under “Congtruction Notes” —“Genera Notes’: Delete al notes below ARoof type
A (built-up)" through end of notes under ARoof type C (Foam)”.
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ACCOVPANYI NG AMENDMVENT NO. 0001 TO SCLI CI TATI ON NO. DACAG3- 99- B- 0057

Bl DDl NG SCHEDULE
(To be attached to SF 1442)

I DI Q ROCFI NG FAM LY HOUSI NG AREAS
FORT HOCD, TEXAS

| TEM ESTI MATED UNI'T EXTENDED
NO. DESCRI PTI ON QUANTI TY UNI T PRI CE AMOUNT
0001 REMOVE AND DI SPOSE OF EXI STI NG BUI LT-

UP ROCF (BUR) - Renove and di spose of

exi sting BUR down to decking, renove

all flashing, gutters, downspouts,

sheet metal vents, exhaust and

i ntakes, and penetrations down to

source. Assune house is occupied and

all HVAC and utility operations shall

be mai ntai ned during denolition

operati ons. 499, 685 SF

0002 REMOVE AND DI SPOSE OF EXI STI NG BUR
W TH ACM AT PENETRATI ONS - Renove and
di spose of existing BUR down to
decking, renove all flashing, gutters,
downspouts, sheet netal vents, exhaust
and intakes, and penetrations down to
source. Bulk sanpling reveal ed ACM
(>1% at the penetrations; abate and
di spose of properly in accordance with
abat enent specification section and
all applicable federal, state and
local rules and regulations. If
el astoneric roofing material contains
>1% ACM reference item 27 “Abat enent
— ACM roofing material 100, 000 SF

0003 REMOVE AND DI SPCSE OF EXI STI NG FOAM
ROCOF OVER BUR AND BUR - Renpve and
di spose of existing foamroof and BUR
down to decking, rermove all flashing,
gutters, downspouts, sheet netal
vents, exhaust and intakes, and
penetrations down to source. Bulk
sanpl i ng conducted reveal ed no (<1%
ACM 200, 000 SF

0004 REMOVE AND DI SPCSE OF EXI STI NG FOAM
ROOF OVER BUR AND BUR W TH ACM AT
PENETRATI ONS - Renpve and di spose of
exi sting foamroof and BUR down to
decking, renove all flashing, gutters,
downspouts, sheet netal vents, exhaust
and intakes, and penetrations down to
source. Bulk sanpling reveal ed ACM
(>1% at the penetrations; abate and
di spose of properly in accordance with
abat enent specification section and
all applicable federal, state and
local rules and regul ati ons. 40, 000 SF

0005 REMOVE AND DI SPCSE OF DAMAGED %2 - 17
WOOD DECKI NG MATERI AL AND REPLACE W TH
PLYWOOD - Renove and di spose of
damaged ¥4 — 1" wood decking materi al
and repl ace with plywod roof
sheat hing of ¥ or |ike thickness,
whi chever is greater. 89, 076 SF

DACAG3- 99- B- 0057 00010- 1



ACCOVPANYI NG AMENDMVENT NO. 0001 TO SCLI CI TATI ON NO. DACAG3- 99- B- 0057

| TEM

ESTI MATED
DESCRI PTI ON QUANTI TY UNI T

EXTENDED

0006

0007

0008

0009

0010

0011

0012

0013

0014

REMOVE AND DI SPCSE OF DAVAGED HOMOSOTE

AND REPLACE W TH PLYWOCD - Renove and

di spose of damaged or danp Honosote

and replace with ¥ plywood roof

sheat hing of £ or |ike thickness,

whi chever is greater. 37, 653 SF

REMOVE, DI SPCSE, REPLACE AND PAI NT
DAVAGED SCFFIT, FASCI A BOARD, AND
RAFTER ENDS TO MATCH EXI STI NG 8, 550 SF

I NSTALL NEW BUR SYSTEM - Install four-
ply BUR system per specification
07510, to include flashing and
penetrations in accordance with
contract draw ngs and secti on 07600
and ot her applicabl e sections.

Install new penetrations, sheet netal
vents, exhaust, intakes, and pl unbing
down to source. Replace all flashing.
Bl ock and brace to match existing

pi ping to include flashing at all
penetrations. 200, 450

I NSTALL NEW COVPOSI TI ON SHI NGLE ROOF
SYSTEM - Install new shingle roof
system per specification 07311, to

i nclude flashing and penetrations in
accordance with contract draw ngs and
section 07600 and other applicable
sections. Install new penetrations,
sheet netal vents, exhaust, intakes,
and pl unbi ng down to source. Repl ace
all flashing. Block and brace to

mat ch existing piping to include
flashing at all penetrations. 635, 285 SF

REPLACE QUTTERS - Repl ace gutters
where specified with pre-finished
roll ed al umi num gutters. 26, 100 LF

REPLACE DOMNSPOUTS - Repl ace

downspouts where specified at gutter

repl acements using pre-finished

al um num downspouts. Install pre-cast

concrete spl ashbl ock at each

downspout . 1,194 EA

ABATEMENT — CEMENTI TOUS ( TRANSI TE)

PANELS - Abate ACMtransite panels and

di spose of properly in accordance with

federal, state and local |aws and

regul ati ons. 173, 670 SF

ABATEMENT — ACM ( GREATER THAN OR EQUAL

TO 1% ROOFI NG MATERI AL - Bul k

sanpl ing reveal ed that el astoneric

roofing material contained 1% or

greater ACM content. Abate and

di spose of properly in accordance with

federal, state and local |aws and

regul ati ons. 2,335 SF

ABATEMENT - AIR MONI TORING - Prices

include all sanpling, reports and

m scel | aneous technical tine and

support. 160 EA

DACAG3- 99- B- 0057 00010- 2




ACCOVPANYI NG AMENDMVENT NO. 0001 TO SCLI CI TATI ON NO. DACAG3- 99- B- 0057

| TEM

DESCRI PTI ON

ESTI MATED
QUANTI TY

UNI T

EXTENDED

0015

0016

0017

0018

0019

0020

0020AA

0020AB

BULK SAMPLI NG - Conduct conposite bul k
sanpl e of conpl ete roof section or

bul k sanpl e of penetration mastic or
other |ocations as specified by the
contracting officer.

W PE TESTS (LEAD)

REMOVAL AND DI SPCSAL OF NON- HAZARDOUS
LEAD BASED PAI NTED ASSOCI ATED ROOF
TR'M SOFFIT AND FASCI A SURFACES ( NON
ACM) - Renove LBP roof trim soffit,
and fascia and dispose of in
accordance with contract
specifications and federal, state and
local rules and regul ations. Replace
renoved naterials with naterials to
mat ch exi sting and finish to natch
exi sting building colors.

REMOVAL, DI SPOSAL AND REPLACEMENT OF
HAZARDOUS LEAD BASED PAI NTED

ASSCCI ATED ROOF TRIM  SOFFI T AND
FASCl A SURFACES (NON ACM) - Renove
hazardous (5% and greater) LBP roof
trim soffit, and fascia and di spose
of in accordance with contract
specifications and federal, state and
local rules and regul ati ons. Repl ace
renoved naterials with naterials to
mat ch exi sting and finish to match
exi sting building colors.

TCLP (TOXI CI TY LEACH NG PROCEDURE)
(LEAD) (2-5 DAY TURN AROUND)

PERFORVANCE AND PAYMENT BONDS
I'NITIAL BONDI NG

PERFORMANCE BONDS - $500, 000. 00
PAYMENT BONDS - $250, 000. 00

ADDI TI ONAL BONDI NG ( PER $1, 000. 00) TO
BE SPECI FI ED ON EACH TASK CRDER

100

100

18, 000

7,000

127

1,750

EA

EA

LF

LF

EA

LS

1K

DACAG3- 99- B- 0057 00010- 3
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ACCOMPANYI NG AMENDMENT NO. 0001 TO SCLI CI TATI ON NO. DACA63- 99- B- 0057
Ft Hood I DI Q Roofing, Fam |y Housi ng Areas FHHAR

Solicitation No. DACA63-99-B-0057
Bl DDI NG SCHEDULE (cont)
NOTES:
1. ARI THMETI C DI SCREPANCI ES (EFARS 14. 407-2)

(a) For the purpose of initial evaluation of bids, the follow ng
will be utilized in resolving arithnmetic discrepancies found on the face
of the bidding schedule as subnitted by bidders:

(1) Obviously msplaced decinmal points will be corrected;

(2) In case of discrepancy between unit price and extended
price, the unit price will govern;

(3) Apparent errors in extension of unit prices will be
corrected; and

(4) Apparent errors in addition of [unp-sum and extended prices
wi Il be corrected.

(b) For the purpose of bid evaluation, the Government will proceed
on the assunption that the bidder intends his bid to be evaluated on the
basis of the unit prices, totals arrived at by resolution of arithnetic
di screpanci es as provi ded above and the bid will be so reflected on the
abstract of bids.

(c) These correction procedures shall not be used to resol ve any
anbi guity concerning which bid is | ow

2. |If anodification to a bid based on unit prices is submtted, which
provides for a lunp sum adjustnent to the total estinmated cost, the
application of the lunmp sum adjustnent to each unit price in the bid
schedul e must be stated. |If it is not stated, the bidder agrees that the
lunp sum adj ustnent shall be applied on a pro rata basis to every unit
price in the bid schedul e.

3. Bidders nust bid on all itens.

4. Costs attributable to Division 01 - General Requirenents are assuned
to be prorated anpong bid itens |isted.

5. Responders are advised that this requirenment nay be del ayed,

cancel led or revised at any tine during the solicitation, selection,
eval uation, negotiation and/or final award process based on deci sions
related to DOD changes in force structure and di sposition of the Arned
For ces.

6. For the purpose of this solicitation, the word "itenl shall be
consi dered to nean "schedul e" as used in Provision 52.214-0019,
CONTRACT AWARD- - SEALED BI DDI NG- - CONSTRUCTI ON, in Section 00100
| NSTRUCTI ONS, CONDI TI ONS, AND NOTI CES TO BI DDERS

00010 - 4



ACCOMPANYI NG AMENDMENT NO. 0001 TO SCLI CI TATI ON NO. DACA63- 99- B- 0057
Ft Hood I DI Q Roofing, Fam |y Housi ng Areas FHHAR

Solicitation No. DACA63-99-B-0057
Bl DDI NG SCHEDULE (cont)
NOTES: (conti nued)
7. ABBREVI ATl ONS

For the purpose of this solicitation, the units of neasure are
represented as foll ows:

a. EA (each)
b. SF (square feet)
c. LF (linear feet)

8. EVALUATION OF OPTIONS USING ECONOMIC PRICE ADJUSTMENT FACTOR:

Cost and price evaluation of proposals, for purposes of contract award, will be based upon the Base
Period ONLY (including the documentation provided to support the prices proposed for that period).
By submitting a proposal on this solicitation, offeror agrees to be bound by the economic price
adjustment factor for the Option Periods when they are exercised. (Explanation of calculation
follows):

FAR 52.236-4243 SLI “ECONOMIC PRICE ADJUSTMENT FACTOR FOR OPTION YEARS”

Adjustment to the Base Period unit prices for all Option Periods will be in accordance with the
following
equation:

P1=P x f

Where P1 — New Unit Price
P - Unit Price for Base Period of Contract
F - Index Factor

The index factor, “T”, is the Skilled Labor Index as published in the ENR Magazine under Skilled
Labor Index Review. ENR Magazine was formerly called Engineering News Record. The Skilled Labor
Index Review is published monthly. The change in the index will be applied to all labor rates specified
in the Bid Schedule of the contract at the time the Option(s) is/are exercised. Any Offeror who
submits a proposal in response to this Request for Proposal (RFP) agrees, by that submission, to be
bound by this Index.

Example Calculation:
Base Period Contract awarded: February 1996
Option Period exercised: November 1996

Unit Price for Base Period was $1.50

Skilled Labor Index (Feb 96) 5020
Skilled Labor Index (Nov 96) 5141

5141 (Date 2)
f= 1024

00010 - 5



ACCOMPANYI NG AMENDMENT NO. 0001 TO SCLI CI TATI ON NO. DACA63- 99- B- 0057
Ft Hood I DI Q Roofing, Fam |y Housi ng Areas FHHAR

5020 (Date 1)
$1.50 (P) x 1.024 (f) = $1.54 (P1) per unit

If the number was negative (-1.24), then the labor rates would be adjusted to show a decrease

in the labor rate. Factor will be applied to both construction and service Base Period rates (for
calculation of Option Period One rates) and both construction and service Option Period One rates
(for calculation of Option Period Two rates). No new General Wage Decisions will be incorporated
during the life of the contract, so construction wage rates will not be revised during the life of the
contract except for adjustment relating to the Economic Price Adjustment Factor which governs the
price if the contract for the Option Periods. However, service rates may be further revised (after the
factor has been applied) if the Department of Labor issues revised Wage Rate Determinations that
require an adjustment be made to the contract. SCA (service) wage rates will be updated annually,
and the Contractor shall at least pay his employees the rates on the applicable Wage Rate
Determination. The economic price adjustment factor does not apply to the four (4) professional level
wage classifications. Offerors shall complete a separate Bid Schedule for each of the Option Periods
for these “Professional’employees.

END COF BI DDI NG SCHEDULE

00010 - 6



"ACCOMPANYING AMENDMENT NO. 0001 TO SOLICITATION NO. DACA63-99-
B-0057"

SECTION 01000

CONSTRUCTION SCHEDULE

PART 1 GENERAL
1.1 SCHEDULE

Commence, prosecute, and complete the work under this contract in accordance
with the following schedule and SECTION 00800 - SPECIAL CONTRACT
REQUIREMENTS.

For each Task Order, the Contractor shall (a) commence work under this contract
within five (5) days after the date the Contractor receives the notice to proceed for the
task order, (b) prosecute the work diligently, and (c) complete the entire work ready for
use not later than the dates or the number of calendar days set forth in the task order.
Task order completion time will be determined in accordance with the schedule below.
The time stated for completion shall include fina cleanup of the premises.

SCHEDULE
Commencement Completion Liquidated
of Work of Work Damages

Item of Work (calendar days) (calendar days) (calendar days)
(1) *Remove built-up roof 5 8 days $ 50.00/day
or foam roof with BUP and
install new built-up roof on
building with roof area less
than 5,000 SF
(2) *Remove built-up roof 5 5 days $ 50.00/day
or foam roof with BUP and
install new composition
shingle roof on building
with roof arealess than 5,000 SF
(3) *Remove built-up roof 5 30 days $100.00/day

or foam roof with BUP and
install new built-up roof on
severa buildings up to roof area
total of 25,000 SF (Est 7 bldgs)

Section 01000, Page 1



"ACCOMPANYING AMENDMENT NO. 0001 TO SOLICITATION NO. DACA63-99-
B-0057"

Commencement Completion Liquidated
of Work of Work Damages
Item of Work (calendar days) (cdendar days) (calendar days)
(4) *Remove existing built-up 5 25 days $100.00/day

roof or foam roof with BUP

and install new composition
shingle roof on severa buildings
up to roof areatotal of 25,000 SF
of roofing (Est 7 bldgs)

(5) Re-roofing of housing units 5 *x
with total square footage over
25,000 SF on the Task Order

**Time (duration) of completion $200.00/day
shall be negotiated with the

contractor before issuance of the

task order

(6) Bulk Sampling 2 5 $ 50.00/day
(7) Other Abatement Work 2 * $ 50.00/day
Items

*This work item besides the work involved in the existing roof removal and new roof
installation also includes installation of all required vents, exhausts, flues, etc.;
installation of required decking, soffits, fascia, flashing, gutters, downspouts and any
other items to make the work complete to include clean-up and turn-over of the building
or buildings to the Government.

1.2 CONSTRUCTION PHASING

Phasing of construction shall be issued with the task order by the Contracting
Officer.

1.3 WORK RESTRICTIONS

Section 01000, Page 2



"ACCOMPANYING AMENDMENT NO. 0001 TO SOLICITATION NO. DACA63-99-
B-0057"

1.3.1 Joint Occupancy
Buildings will be occupied throughout construction. The Contractor shall leave a
typewritten flier at the quarters scheduled for work within 5 calendar days before starting
any work on the quarters. The fliers shall be submitted to the Contracting Officer for
approval prior to distribution. Fliers shall contain the following information:

a) Explain exactly what work is scheduled for their building.

b) The date work will actually start.

NOTE: Should the date the work is actually scheduled to start be delayed for
some reason, the Contractor shall provide the quarters occupant a new start date.

C) The number of days scheduled to complete the work.
d) Estimated completion date.
e) Explain safety hazards, if any, that may be present during the work.
f) State that the occupant is responsible for removing persona property from
yard, driveway, walk and the perimeter of the building, prior to the start work
date.

1.3.2 Clean Up

In addition to other requirements in the contract, the Contractor shall perform daily
cleanup of residential work sites. This includes the following:

- Containers, empty or otherwise, of paint, solvent, asphalt materials, caulking and
nails.

- Scrap (waste materials) and salvage materials that result from work on this
project.

- Ladders, scaffolding, tools, and other equipment used in the performance of
work on this project.

- Replacement materials not installed in the work shall be removed.

- The Contractor shall insure that al nails dropped on the turfed areas surrounding
the housing unit are complete removed by sweeping the complete lawn with a metal
detector of sufficient strength to respond to a metal nail from a distance of 2-feet from the
nail.
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1.3.3 Working Hours

The normal duty working shift if Monday through Friday, 7:30 am. - 4:00 p.m.

14 UTILITIES

1.4.1 Payment for Utility Services

See Section 00800 SPECIAL CONTRACT REQUIREMENTS

1411 Metersand Temporary Connections

CONTRACTOR MUST PROVIDE THEIR OWN METERS FOR TRAILERS AND
ANY OTHER UTILITY REQUIREMENTS AND SIGN A UTILITY SALES
AGREEMENT WITH MRS. MARISON WHITTINGTON, BLDG 4219, (254) 287-
7671.

1.4.2 Outages

No utility outages.

15 STREET CLOSINGS

None required.

PART 2 PRODUCTS (NOT USED)

PART 3 EXECUTION (NOT USED)

- - End of Section - -
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SECTION 07600

SHEET METAL AND ACCESSORIES

PART 1 GENERAL

11 SECTION INCLUDES

111 Sheet metal flashing and counterflashings.

112 Sheet metal access panels.

113 Roof edge metal.

12 GENERAL REQUIREMENTS

121 General Requirements, Division 1, are part of this Section.

13 SUBMITTALS

131 Submit test data and/or manufacturer's data and specifications for all

products and materials to be furnished and/or installed under this Section.
Where manufacturer's data is not available, affidavits and certificates of
compliance which state that all products and materials comply with these
specifications will be acceptable if provided by the actual product

manufacturer.

1.3.2 Submit three 12 inch long samples of each flashing type.

PART 2 PRODUCTS

21 SHEET METALS

211 Galvanized Steel: ASTM A525 core steel, or sheet aluminum of 0.019
inch thickness, minimum gages as follows:

2111 Exposed Flashings: 26 gage, prefinished

2112 Roof to Wall Flashings: 26 gage, prefinished

2113 Prefinished Roof Edge Metal and Flashings. 26 gage

2114 Access Panels (Flat, Lift Out): 16 gage

2115 Gravel stops shall be minimum 26 gauge G90 galvanized steel with

dimensions and shape as shown on the drawings.

21.2 Nails and fittings to match sheet metal materials.
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PART 3 EXECUTION

31 PREPARATION

311 Verify proper conditions and substrates for installation of Sheet Metal
Work.

3.2 METHODS

321 Installation and workmanship in accordance with the manufacturer's
directions.

322 Flashing and nailing performed in a manner to eliminate leakage.

323 Install flashing at the junction of roofs with vertical surfaces and at all

points as shown or necessary to make the work watertight. Install flashing
as roofing work proceeds. Flashing shall extend a minimum of 4 inches
up the wall and extend a minimum of 4 inches under the roofing, or as
detailed. Provide a minimum 3 inch lead lap where one piece flashing is
not used. Roof edge metal shall extend 4 inches up roof slope or as shown

on drawings.
324 Access panels shall be securely fastened and installed plumb and true.
325 Provide for expansion and contraction in completed work.
3.3 FIELD QUALITY CONTROL

Prior to the acceptance of the above specified work, comply with the QC
Plan, Contractor Inspection Plan and with the following:

331 Hold a preparatory meeting with the QC personnel, the General
Contractor's field representative and the Subcontractor's field
representative in attendance.

332 Comply with all codes and procedures applicable to this Section.

333 Verify approved disposal site with QC personnel.

334 Verify materials conformance with QC personnel.

335 Verify satisfactory installation with QC personnel, including fastening and
joint sealing.

END OF SECTION
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PART 1

11

111

112

1.2

121

1.3

131

PART 2

21

211

212

SECTION 07630

GUTTERS AND DOWNSPOUTS
GENERAL
SECTION INCLUDES
Prefinished coated aluminum gutters and downspouts.
Precast concrete splash blocks.
GENERAL REQUIREMENTS
General Requirements, Division 1, are part of this Section.
SUBMITTALS

Submit test data and/or manufacturer's data and specifications for all
products and materials to be furnished and/or installed under this Section.
Where manufacturer's data is not available, affidavits and certificates of
compliance which state that all products and materials comply with these
specifications will be acceptable if provided by the actual product
manufacturer.

PRODUCTS
MATERIALS

Guitters and Downspouts: Reynolds ReynoGuard Raincarriers, prefinished
baked polyester or acrylic emulsion coated continuous aluminum sheet
metal of manufacturer's standard design, with fittings and accessories as
recommended by manufacturer. Gutters - minimum wall thickness 0.027
inches, sized not less than 6 square inches of free area unless otherwise
indicated on drawings. Downspouts - minimum wall thickness of 0.019
inches, 3 1/2 inch by 4 inch of minimum of 6 square inches of free area
unless otherwise indicated on drawings.

Splash Blocks: Precast concrete, 8 x 16 inch minimum size at each
downspout discharge at grade in an unpaved area.
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PART 3 EXECUTION
31 METHODS

311 Installation and workmanship in accordance with manufacturer's
directions. Attach gutters with galvanized nail and spacer as provided by
manufacturer (minimum spacing 4 feet, maximum spacing 6 feeet; or as
recommended by manufacturer's instructions) or with hangers nailed to
facia. Attach downspouts to wall surfaces, where applicable, with
expansion shields and screws. Where dissmilar metals are in contact, the
surfaces shall be protected with a coat of bituminous paint or asphalt
varnish.

3.2 FIELD QUALITY CONTROL

Prior to the acceptance of the above specified work, comply with the QC
Pan and with the following:

321 Hold a preparatory meeting with the QC personnel, the General
Contractor's field representative and the Subcontractor's field
representative in attendance.

3.2.2 Comply with a codes and procedures applicable to this Section.

323 Verify approved disposal site with QC personnel.

324 Verify with QC personnel suitability of materials and installation
procedures.

3.25 Verify location of splash blocks and proper pitch of gutters to assure
drainage.

END OF SECTION
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SECTION 15500

HEATING, VENTILATING AND AIR CONDITIONING

PART 1 GENERAL

11 GENERAL REQUIREMENTS

111 General Requirements, Division 1, are part of this Section.

112 All equipment and work shall comply with the applicable requirements of
the UMC, ASHRAE, NFPA, SMACNA, NEMA, AGA, ARI, UL, and
ANSI.

1.2 SUBMITTALS

121 Submit test data and/or manufacturer's data and specifications for all

products and materials to be furnished and/or installed under this Section.
Where manufacturer's data is not available, affidavits and certificates of
compliance which state that all products and materials comply with these
specifications will be acceptable if provided by the actual product
manufacturer. Submit a sample flue and samples of each type vent,
exhaust, etc.. Samples may be used in the work when approved.

PART 2 PRODUCTS

2.1 MATERIALS AND EQUIPMENT GENERAL : Standard cataloged
products of manufacturers regularly engaged in production of such
materials and equipment and shall be manufacturer's latest standard

design.
2.2 SUPPLY DUCTS
23 FLUES
231 Water Heater Flue: Galvanized sheet metal, UL listed, double wall Type

"B", "Metalbestos" or equal. Provide thimble fitting at penetrations of
ceilling. Provide UL listed cap. Replaced flue shall be same size, length,
diameter, etc., of flue removed during reroofing and may be same
manufacturer if approved.

232 Furnace Flue: Galvanized sheet metal, UL listed, double wall Type "B",
Metalbestos, or equal. Provide thimble fitting at penetration of ceiling.
Provide UL listed cap. Replaced flue shall be same size, length, diameter,
etc., of flue removed during re-roofing and may be same manufacturer if
approved.
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31

32

3.3

331

332

333
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EXECUTION

Flues and ducts shall be installed with proper clearances from
combustibles per manufacturer's instructions and applicable codes.

FIELD QUALITY CONTROL

Prior to the acceptance of the above specified work, the Contractor shall
comply with the QC Plan, Contractor's Testing Plan and with the
following:

A preparatory meeting shall be held with the representative, the General
Contractor's field representative and the Subcontractor's field
representative in attendance.

Comply with al codes and procedures applicable to this Section.

Verify with QC representative the suitability of materials and installation
procedures.

Verify with QC representative compliance with standards required herein
for installation of furnaces, flues and ducts.

END OF SECTION
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